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TMC MFG. CAPACITANCE TEMP, COLOR CODE (BANDS OR DOTS) EIA sYM DESCRIPTION DATE | EM.N.No.| praFT | cHkD | apPo
PART NO | TYPE PFD COEF, CHAR., J |CEVIGED ¢ REDRAWN 4-LT0b| 1bl38 |Lw
CC1l01-1 315 2.5 * 0.25 N750£120 VIO — RED | GRN | WHT | GRY 2 J K |CCIOL THIRD COLOR \WAS YULW, E\A.=24-4 WAS X5R [T2466 | [6b02. | RME W m/
CC1l01-2 315 150 * 10% * GOLD | GRN | BRN | GRN | BRN | WHT X50 — '
CC101-3 [315 | 220 * 10% x GOLD | GRN | RED | RED | BRN | WHT | X5R O
CCl01-4 315 120 + 10% * GOLD | GRN | BRN | RED | BRN | WHT X5U ——
CC101-5 |315 68 _* 10% *__ GOLD | GRN | BLU Y | BLK | WHT | XSR | U
CCl01-6 315 1.0 * 0.25 P100 +30 RED VIO | BRN | BIK | WHT | GRY M7G
CCl01-7 315 200 + 20% * ¥ GOLD { GRY | RED | BIK | BRN | BILK X5U0 U
CCl01-8 301 1.0 + 0.5 N1500+250 | ORN ORN | BRN | BIK | WHT | GRN P3K
CC101-9 301 2.2 + 0.1 N1500+250 [ ORN ORN [ RED | RED | WHT | BRN P3K
cC101-10 | | 150 % 20% BRN | GRN | BRN | BIK |
SPECIFICATIONS
RATED WORXING VOLTAGE: 500 VOLTS
CAPACITANCE: AT +25°C AND 1.0 Mc
INSULATION RESISTANCE: 7.5 GQ MIN,
OPERATING TEMP. RANGE: -55°C TO +85°C
MAX. CAP. CHANGE OVER TEMP, RANGE: * *15 %
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